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  Introducing…  
 

New 2-Conductor Mercotac ® models in the   
Rotating Electrical Connector line   

— Up to 2,000 Volts and 15 Amps per Channel   

 
 

Model 215-2K & 215-2KSS 
Specifications Chart 

Model  
Number 

No. of  
Conductors 

Voltage 
Range 
AC/DC 

Current 
Rating 

@2,000V
AC 

Max. 
Frequency 

(MHz) 

Contact 
Resistance 
(milliohms) 

Max. 
RPM 

Operating 
Temp. 

F(C)Max/ 
F(C)/Min. 

Typical 
Rotational 

Torque 
(gm-cm) 

Circuit 
Separation 
(M-ohms) 

215-2K 2 2,000 15 Amps 100 <1 1,200 140(60)/ 
-20/(-29) 

400 >50 

215-2KSS 
* 

2 2,000 15 Amps 100 <1 1,200 140(60)/ 
-20/(-29) 

400 >50 

* SS suffix designator indicates a stainless steel ball bearing for corrosive or outdoor applications 
Supplied with 4 each fully insulated straight Quick Disconnect Terminals for 22-18 AWG wires & heat 
shrink tubing (terminals for 16-14 AWG wire available, p/n 552KB) 
Optional Boot Kit #57235 for IP51 dust and splash protection also available (not shown) 

 
 
 

 
 
 
 
 
 
 
 

 

 


